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DOLPHIN 3 PIN TRANSFORMER

AC side
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Input voltage range
Rated frequency

Rated current

DC side

>
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Output voltage

Rated output current
Cable length

Material of housing
Colour of housing
Storage temperature
Protection class

IP rating of the housing

Directives

Standards

AC 100 - 240V
50 - 60 Hz

22 mA

DC 66V -5% +10%

200 mA

Approx. [000mm

PCVO (DYFENCER_PC_VO0)
black

-25°C up to +85°C

2

IP40

2014/35/EU, 2014/30/EU, 2009/125/EG,
1907/2006/EG (REACH), 278/2009/EG,
2011/65/EU (RoHs 2)

DIN EN 61000-6-2, DIN EN 61000-6-3,

DIN EN 60335-1, DIN EN 60529,
DIN EN 61558-1, DIN EN 61558-2-16
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HEIGHT 77 MM
WIDTH 49 MM
PROJECTION 74 MM
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DOLPHIN HARDWIRE TRANSFORMER

y AC side WIDTH 48 MM

> Input voltage range AC 100 — 240V HEIGHT 20 mm
PROJECTION 48 MM

> Rated frequency 50 - 60 Hz

> Rated current 22 mA

> Cable length Approx. |000mm

DC side

> Output voltage DC 6,6V -5% +10%

> Rated output current 200 mA

> Cable length Approx. 1000mm

> Material of housing PCVO (DYFENCER_PC_VO0)

> Colour of housing black

> Storage temperature -25°C up to +85°C

> Protection class 2

> IP rating of the housing IP rating IPxO (this relates to the whole assembly pictured.

The potted transformer box itself could achieve as much
as IP68 but because the whole assembly includes
unterminated cable we can only advise a rating for the
whole assembly of IPx0).

> Directives 2014/35/EU, 2014/30/EU, 2009/125/EG,
1907/2006/EG (REACH), 278/2009/EG,
2011/65/EU (RoHs 2)

> Standards DIN EN 61000-6-2, DIN EN

61000-6-3, DIN EN 60335-1, DIN EN TECHNICAL HELPLINE 01424 202224
60529, DIN EN 61558-1, DIN EN 61558-2-16 DOLPHINSOLUTIONS.CO.UK
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Output: 6V DC N~
Battery Type: CR-P2 N
CE IPe4
% 70mm

25241

BATTERY PACK

> Output: 6V DC HEIGHT 65 MM
WIDTH 60 MM

> Battery type: CR-P2 PROJECTION 27 MM

> IP rate: IP 64

> Requires a 6V lithium battery (CR-P2, approx. 1.500mAh) which
has a lifetime of 200.000 switching cycles or 3-5 years depending on
user frequency.

> 70mm Cable (Approx)

» Important note- the battery unit can't be used in combination with
the Bluetooth adaptor.

The battery unit contains the CR-P2 battery as delivery content.
The housing enables a fixation on wall by using the mounting clips
(part of the housing but screws are not included) or the rear affixed
Velcro tape

TECHNICAL HELPLINE 01424 202224
DOLPHINSOLUTIONS.CO.UK



Dolphin Solutions Ltd
Southpoint, Compass Park,
Junction Road

Bodiam, TN32 5BS,

United Kingdom

T +44 (0)1424 202 224
info@dolphinsolutions.co.uk
dolphinsolutions.co.uk

© Dolphin Solutions Ltd

DOLPHIN




